Working principles of EMPD Technology systems

Electromagnetic Pulsing System (EMPD)

The base of the electronic system is made over the fact that any matter-organic or other ways, do react/titrate to its own frequency. These frequencies are scientifically derived.
We do have all these titration frequencies which we manage to precisely combine them in four different bands with equal magnetic field strength and incorporated in one single unit.
However, knowing the titration of correct frequencies is just one part. Each frequency has its own time frame of reacting-this is also taken care of by the way of incorporated time adjustment independently in each band, or if required, each frequency on its own merit.
The last part is –the magnetic field, which is used as actual conduit to transfer the frequency inside the medium. Further, the emission of the magnetic field must be perpetual to the medium; hence we created high efficient point type coils with the diameter of 45mm that are attached to the inside of the hull at 90 degrease and making the rotary field.

All frequency input into the medium comes as one continuous square type wave
The end result is that our systems (if required) can be manually adjusted in the time, precise required frequency and with the fix flux, or they can be left on full auto mode. The outcome of these possibilities is that; if the requirements are to eliminate the algae (which is the base element in the food chain that creates Bio film, than the required frequency can be fixed in manual mode and time, and the other three bands can work in auto mode, or all four bands can be fixed on manual for-say other applications, softening of the Calcium, decomposing salt molecules, eliminating unwanted bacterium or pathogen such as Legionella or Crypto and so on. (Contact us for other applications)
In limes terminology, the frequency incorporated into the magnetic field is “taking” the “free” electrons of the molecule, hence making the molecule stable which than can not attach its self to the other molecules or walls. Also, because of the square configuration, all of the bands “travelling” inside the medium (say water) further, making the efficiency much higher and lasting with longer effect. 

Normally, we sell the systems pre-programmed in auto mode only for requested purpose such as anti fouling, Bottom line-if you (we) know what we chasing, and what is the reason for the “issue” than there is minimal possibilities of hit and miss situation like in the case with other systems on the market. In other words- the WR EMP can be tunned to the requirements 

All present systems on the market work on continues single wave repetition, which normally is only AC sinusoidal wave type (for lowering the cost of production) and utilising one only frequency band (from the very wide spectrum range of 1Hz to GHz band, called low band, sound band, high and ultra high band) hence missing most or just touching some points of the matter or elements molecules structure frequencies. 

The matter (organic and non organic types) and element frequencies are present in parts of the spectrum of majority bands- not just one band, and in different ways and contact times.
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